
Kombinasjonsapparat

Eco Wood

Art: W8048

Størrelse apparat:

L: 9 300 mm

B: 7 600 mm

H: 3 210 mm

Størrelse sikkerhetsområde: 

L: 12 300 mm

B: 10 600 mm

Kapasitet:  55 brukere

Fallhøyde: 1,20 meter

Standard:  EN 1176-1:2017-12

Material:

Impregnert limtre

Aluminium

Galvanisert stål.

HDPE

Polstret wire

Garanti & Forvaltning/drift/vedlikehold:

Produktet er 100% vedlikeholdsfritt og krever derfor 

ingen vedlikehold.  

Vi anbefaller å regelmessig sjekke at alle skruer, bolter, 

stolper etc er faste. Rengjør produktet med med jevne 

mellomrom. 

Se generelle betingelser på www.lekogpark.no

Kombinasjonsapparat tilpasset rullestolbruke-

rer og andre med bevegelseshemninger. Den 

inneholder mange forskjellige aktivitetspane-

ler, handledisk, balkong, taubro, handledisk og 

rørtrapp.

Passer fint med andre apparater i samme ECO 
Wood serie. ECO / ECO Wood er en lun og 
naturinnspirert serie apparater med detaljer i 

impregnert limtre.

8048

MATERIALS:
SOFT CONIFER WOOD 
90 X 90 MM, CORELESS, 
GLUED IN LAYERS WITH 
POLYURETHANE GLUES, 
TOTALLY RESISTANT TO WATER.

PATENTED SYSTEM OF 
CONNECTORS AND 
CLAMPS MADE OF 
STRONG ALUMINIUM 
ALLOY.

SLIDES MADE OF STAINLESS
STEEL AISI 304. METAL SHEET 
WITH A THICKNESS OF 2 MM 
FORMED IN A CNC 
TECHNIQUE. 

ANTI-SLIP ANTHRACITE 
10MM HPL PLATFORM 
PLATE WITH A VERY HIGH 
RESISTANCE TO WEATHER 
CONDITIONS AND 
ATTRITION.

PLATES OF THE WALLS 
MADE OF COLOURFUL 
TRIPLE LAYERED 15 MM 
HDPE POLYETHYLENE, IN
THE HIGHEST QUALITY, 
TOTALLY DAMP-PROOF.

SYSTEM OF CONNECTORS 
AND CLAMPS MADE OF
STRONG ALUMINIUM 
ALLOY.

SOLID AND ESTHETIC ROPE 
CONNECTORS MADE OF 
INJECTION MOLDED
POLYAMIDE.

POLIPROPYLENE ROPES 
PPMULTISPLIT TYPE WITH 
A STEEL CORE AND 
A DIMETER OF 16 MM.

ROPE ENDINGS PRESSED 
IN A SLEEVE MADE OF 
DURABLE ALUMINIUM 
ALLOY.

PERFORATED STEEL SHEET 
GALVANISED AND 
POWDER COATED WITH 
POLYESTER PAINT 
QUALICOAT ATTESTED. 

THE TIC TAC TOE GAME IS
MADE OF POLYETHYLENE
ROTATIONALLY MOLDED
WITH SYMBOLS ON THE 
FORM. 

SCALE 1:100

WOODEN POSTS 
ANCHORED TO THE 
GROUND WITH POWDER 
GALVANIZED AND 
POWDER COATED STEEL 
ANCHORS.


