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MATERIAL SPECIFICATION

Plates of the walls made of
colourful triple layered 15 mm

HDPE polyethylne, in the
highest quality, totally damp-

-proof and resistant to UV.

HDPE 15 mm

Springers’ springs made ofspring steel. 
The diameter of the spring is 200 mm 

and the diameter of the rod is 20 mm.
The springs and the fastenings
are galvanized and powder
coated with polyester paint,
UV resistant and QUALICOAT
attested. The fastenings are

designed especially for solutions
used on a playground,

so they are stripped of elements
which can cause danger to children.

SPRINGS 20 mm ERGONOMIC SEAT

made of injection molded
polyamide

made of injection molded
polyamide

ERGONOMIC
HANDLES

SOLID CONNECTIONS

guarantee maintanance-free
usage of the product

Materialspesifikasjon
Formstøpte vipper

Sideplatene er laget av 
fargerik trippellags 15mm 
HDPE polyetylen, i høyeste 
kvalitet, helt fuktsikker og 
motstandsdyktig mot UV.

Vippefjær Ø 200 mm, stang 
Ø 20 mm. Fjærene og feste-
ne er galvanisert og pulver-
belagt med polyestermaling, 
UV-bestandig og QUALICO-
AT attestert. Festene desig-
net spesielt for lekeplasser 
uten elementer med fare for 
barn. 

Sete av formstøpt polyamid Garantert vedlikeholdsfri.Håndtak av formstøpt 
polyamid


